Shutter Measuring Guide &
Cheat Sheet

Get The Perfect Fit For Your Custom Timberlane Shutters
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HOW TO MEASURE

When planning your exterior shutter project, one of the first things you'll need to do is measure
for the perfect fit. Give your exterior project the right aesthetic balance with shutters made to fit perfectly.

\ ‘ / MEASURING YOUR WINDOW: THE BASICS

Window measurements and shutter placement vary greatly between
homes. We recommend that you start by measuring the width and
height of your window as if the shutters would actually be closed.

« Start by measuring the width of the window. As a rule of thumb,
each shutter will be half the width of your window.

PREFERRED
MOUNT
POSITION

* Once you have verified the width, measure the height of the window.

Note: It is always a good idea to measure twice for accuracy. If the
dimensions do not match, use the smaller of the two values.
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MEASURING FOR HARDWARE: THE BASICS

If you plan to use shutter hardware to install your
shutters, follow the instructions below for gathering
a few key measurements.

« Start by measuring the window’s jamb depth (C) which is
the distance between the building’s exterior surface (A)
and the window jamb.

* The window jamb (B) is the main vertical piece on each
side of the window frame.

* Then measure the window’s casing width (E) which is the
distance between the building’s exterior surface (A) and
the beginning of the jamb. @

* The window casing (D) is the exposed molding or framing @
around a window, typically used to trim the perimeter
of windows to cover the space between the window
frame, or jamb, and the wall.
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NEED MORE DETAILED INSTRUCTIONS?
For additional, in-depth instructions and videos on how to measure for your exterior shutters,
visit our resource library at Timberlane.com/resources.
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Measuring is one of the first steps in getting your custom-made Timberlane Shutters. Use a tape measure
to collect each window dimension and record in the areas outlined below. If you have any questions about

Date:

SHUTTER MEASUREMENTS CHEAT SHEET

measuring, please contact our Shutters Experts at 1-800-250-2221.

Name:

Email:

Phone:

Job Name:

Window # 1-4

Window #___

Window #

Fax:

Standard

Window Type

Location 1st Floor

Number of Shutters’

Width (Inches)" 36"

Height (Inches)” 60"

Jamb Depth 2"

Casing: OVYes ONo
Casing Width 4"

Window Type

Location

Number of Shutters’

Width (Inches)”

Height (Inches)”

Jamb Depth

Casing: OYes ONo
Casing Width

Window Type

Location

Number of Shutters’

Width (Inches)’

Height (Inches)”

Jamb Depth

Casing: OYes ONo
Casing Width

Window #

Window #___

Window #

Window Type

Location

Number of Shutters’

Width (Inches)’
Height (Inches)”

Jamb Depth

Casing: OYes ONo
Casing Width

Window Type

Location

Number of Shutters’

Width (Inches)”
Height (Inches)”

Jamb Depth

Casing: OYes ONo
Casing Width

Window Type

Location

Number of Shutters’
Width (Inches)”

Height (Inches)”

Jamb Depth

Casing: OYes ONo
Casing Width

*Required measurements to ensure a perfect fit for your shutters. Jamb Depth and Casing Width are needed for hardware installations only.



Window Type

Location

Number of Shutters’

Width (Inches)”

Window Type

Location

Number of Shutters’

Width (Inches)”

Height (Inches)” Height (Inches)”
7777777777777777777777777 Jamb Depth ] Jamb Depth
""""""""""""""""" Casing: O Yes ONo || Casing:OYes ONo

Casing Width Casing Width
Window #___ Window # ______

Window Type Window Type
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, Location .|| Location
7777777777777777777777777777777777 Number of Shutters’ || Number of Shutters’

Width (Inches)” Width (Inches)”
777777777777777777777777777777777 Height (Inches)’ Height (Inches)”
7777777777777777777777777 Jamb Depth ] Jamb Depth
""""""""""""""""" Casing: OYes ONo || Casing:OYes ONo

Casing Width Casing Width
Window #______ Window # ______
Notes:

READY TO SEND YOUR MEASUREMENTS?

We specialize in advising our customers through the process of designing shutters for your home or project.
We are ready whenever you are to discuss your needs and get you the perfect shutters.
For increased accuracy, please send photos of your windows.

EMAIL TODAY

*Required measurements to ensure a perfect fit for your shutters. Jamb Depth and Casing Width are needed for hardware installations only.
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